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Mehr Informationen unter: lighting.philips.de | lighting.philips.at | lighting.philips.ch

Beleuchtung von Wohngebieten

Bezeichnung
Lichtstrom 
(lm)

Leistung 
(W)

E�  zienz 
(l/W)

Farbtemperatur 
(K) Ra Optik EOC-Code

BDP103 LED15/740 II DRW PCC GR 62P 1500 11 101 4000 70 Verteil. Extrabreit 059047 00

BDP103 LED15/740 II DRW PCC GR 76P 1500 11 101 4000 70 Verteil. Extrabreit 059054 00

BDP103 LED20/830 DW PCF SI CLO 62P 2000 15,8 69 3000 80 Verteil. breit 910756 00

BDP103 LED25/740 II DRW PCC GR 62P 2500 16,6 98 4000 70 Verteil. Extrabreit 059061 00

BDP103 LED25/740 II DRW PCC GR 76P 2500 16,6 98 4000 70 Verteil. Extrabreit 059078 00

BDP103 LED35/830 DW PCF SI CLO 62P 3500 27 66 3000 80 Verteil. breit 910770 00

BDP103 LED50/830 DW PCF SI CLO 62P 5000 40 63 3000 80 Verteil. breit 910787 00

BDP103 LED120/830 DW PCF SI CLO 62P 12000 92 59 3000 80 Verteil. breit 910817 00

Project: 

Location: 

Cat.No: 

Type: 

Lamps:  Qty: 

Notes: 

Urban

TownGuide

PBDP103 
Classic T Post Top
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Lumec TownGuide family is a functional outdoor LED lighting range 
for the lower post-top applications. TownGuide is most suitable  
for parks and recreation, city centers, pedestrian areas and bike 
paths,campuses, public areas and green projects.

Ordering guide Example: PBDP103-101W128LED4K-MP-PC-C-LE5-UNV-CDMGM25-RCD-PH8-P120-12-GR

Series

PBDP103

Lamp
Lamp 
type

MP

Globe 
material

Globe 
�nish

Optical 
system Voltage

DMG

Driver 
options

House  
Side Shield

Luminaire 
options

Luminaire 
accessory

Pole type 
& height Finish 

PBDP103 
 Classic T

3000K 

50W64LED3K 
61W64LED3K 
75W96LED3K 
95W128LED3K 
101W128LED3K 

4000K 

50W64LED4K 
61W64LED4K 
75W96LED4K 
95W128LED4K 
101W128LED4K 

MP PC
FO

C LE2
LE3
LE5

UNV
HVU

HS

RCD7 1

PH8
PH9

P120-8
P120-10
P120-12
P120-14
P150-8
P150-10

BKST
BRST
GR
MGY
WHST

1. Use of Luminaire accessory PH8 or PH9 is required to ensure proper illumination.
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Luminaire Poles
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EPA: 1.001sq. ft.
Weight: 15.98 lbs

Arrangement of the LED modules  
in the luminaire, viewed from the road axis.

4 modules (64LED) 6 modules (96LED) 8 modules (128LED)

N

BDP103 PCC (helle Abdeckung)

BDP103 PCF (polierte 
Abdeckung)

• Große Auswahl an Lichtleistungen und Lichtfarben und 

verschiedenen Nutzlebensdauern

• Einfache Installation durch Steckverbindung

• Gute Stoßfestigkeit

• Verschiedene Steuersysteme: DALI PSD, CLO, LumiStep, 

DynaDimmer und Interact (City)

• Optional: 4.000 K (R
a
 70) und 2.700 K oder 4.000 K (R

a
 80)

Zuverlässige Beleuchtung ohne 
Verschwendung

TownGuide Performer klassisch T BDP103

5J Ra IK 10 IP66

100.000 
h L80 bis 

L98 je nach 
Ausführung

10 % 4 Steuer-
systeme

2.700 K 
3.000 K 
4.000 K

Bis zu 80 BDP100i 6 kV,
optional 

10 kV

optional    Je 
nach 

City

Je nach 
Ausführung


